eRrIiN rope corporaAation

Woven Polyester Pulling Tape

Premium, 100% polyester pulling tape with
printed sequential footage markings for
accurate measurements. Pull tape offers high
tensile strength and low stretch. It is easily
blown through conduits or ducts. Available
with or without detachable tracer wire.

Woven Polyester Pulling Tape

Part
Number

WP12500500
WP12501500
WP12503000
WP12505000
WP18000500
WP18001500
WP18003000
WP18005000
WP25000500
WP25001500
WP25003000
WP25005000
WP4003000

WP40001000
WP40003000
WP60001000
WP60003000

2661 West 139th Street @ Blue Island, IL 60406 e 708-377-1084 e Fax 708-377-1094
email: sales@erinrope.com ® web: www.erinrope.com

ST 99

Tensile
Strength (lbs.)

1,250
1,250
1,250
1,250
1,800
1,800
1,800
1,800
2,500
2,500
2,500
2,500
400
4000
4000
6000
6000

Longer lengths available, up to 100,000 ft. continuous

Approximate
Width (in.)

1/2
1/2
1/2
1/2
5/8
5/8
5/8
5/8
3/4
3/4
3/4
3/4
1/4
5/8
5/8
1
1
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Length
(ft.)

500
1,500
3,000
5,000

500
1,500
3,000
5,000

500
1,500
3,000
5,000
3000
1000
3000
1000
3000




